
 Muscovite Mica Sheets

Properties

Type 2270101 Test Standard

Mica content % ≥90 IEC60371
Bond content % ≤10 IEC60371

 Density g/cm3  1.7-2.35 1EC60371

Heat Resistance Continuous ℃ 500  IEC60371-2
Intermittent ℃ 700 ——

Heat loss  at 500℃ % ≤1 IEC60371
 at 700℃ % ≤2 IEC60371

 Flexural  strength N/mm2  ≥160 GB/T5019.2
Water absorption 24h/23℃%  <1.0 ——
 Dielectric strength KV/mm  ≥20 IEC60243

 Volume resistivity 
23℃ ohm.cm  ＞1017 IEC6093
 500℃ ohm.cm ＞1012 IEC6093

Thermal conductivity(W/m.K) ≤0.3 ASTM D5470-17
Temperature resitance class 94V-0 UL

Inspection
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No Item Inspection Method Remark
1 Appearance No stain, No scratch, Impurity free,Uniform surface, Clean sheet QC check

2 Thickness 

Specified mm Average mm Individual mm 

 Measuring tool: 
Caliper/Micrometer Sampling: 5 pieces

0.3 and below  ±0.02 ±0.03
 0.31-0.6  ±0.03 ±0.04
 0.61-1.0 ±0.04 ±0.05
 1.01-1.99  ±0.06 ±0.07
Need to be negotiated for any others.

3 Dimension Length:±1mm Measuring tool: 
Ruler/TapelineWidth:±1mm
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